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SMALL BUT MIGHTY.
STATE OF THE ART
The standout leader in performance under extreme 
temperature conditions (-40oC to 120oC).

MICRO MEASUREMENTS
The silicon diaphragm is connected electronically to the 
ECU and sends signals based on its deviations when air 
fills or leaves the chamber.

GOOD COMMUNICATOR
The diaphragm will also send barometric pressure 
readings to the ECU when the vehicle key is first 
engaged, before the engine starts.

CUTTING EDGE
Sensors come equipped with the latest Single Chip Tier I 
technology for superior reliability.
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United States
3300 Corporate Way
Miramar
FL 33025
Phone: 1800 877 3340

Canada
535 Millway Avenue
Unit 1 Vaughan
Ontario, L4K 3V4
Phone: 1800 387 2807

Mexico
Cirujanos #4, Cd. Satélite
 Naucalpan de Juárez, 
Estado de México C.P. 53100
Phone: +52 56 3370 9718
or +52 55 1384 9976

PRECISE.

Controlled Pressure Chamber
Silicon Diaphragm

4 Layered Micro Chip

  

Air Intake Tube
Heat Resistant Case
Vacuum Chamber
Terminal Connectors

• Engineered to match original equipment.
• Tested and validated to OE standards. 
• Available on TEC Doc.
• 24 Month warranty.
• Perfect fit and hassle free installation.
• Constructed with heat resistant insulation.

245+ 
SKU’S
AVAILABLE NOW

NINETY FIVE%
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